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The SeaWatch® series of TV antennas are omni-directional, 
over-the-air digital HDTV solutions that bring sleek lines 
and 360° high-performance coverage to your watercraft or 
RV. Designed to accept common 1”-14 threaded mounts, 
the antennas are well suited to fit virtually any application.

SEAWATCH® TV ANTENNAS

•	 Receives all local HD broadcast signals

•	 Low noise amplifier

•	 Omni-directional

3004 3015 3019
HEIGHT

8” x 4”
RANGE FROM BROADCAST TOWER

15 Miles

HEIGHT

15” x 3”
RANGE FROM BROADCAST TOWER

45 Miles

HEIGHT

19” x 3”
RANGE FROM BROADCAST TOWER

75 Miles

DB

30dB

CONNECTION

F connector included

FREQUENCIES

VHF:47-230MHz; 
UHF: 470-862MHz

COLOR/FINISH

White/Nylon

POWER

DC 12V, AC 110V
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SIRIUSXM™ ANTENNA

•	 4-way mounting system  
Flexibility to choose from 4 ways to mount your SRA-50

•	 White UV-stabilized housing  
Resistant to discoloration

•	 Multiple mounting options 
Flush Mounting, Low-Profile Mounting, Mounting on Standard Mounts, 
and Pedestal Mounting

Using the latest satellite radio technology, this  
SiriusXM® approved accessory meets or exceeds the most 
recent specifications set forth by SiriusXM®. This antenna  
is compatible with all radios and docks that work on the  
SiriusXM® network with a push on style, single input SMB 
connector. This antenna can be mounted on nearly any 
surface with 4 different mounting options.

MODEL NO.

SRA-50

HEIGHT

Flush Mounted  
2.45in x 0.75in (6.22cm x 1.9cm) 

Low Profile Mounted  
3.6in x 1.30in (9.14cm x 3.3cm

1″-14 Thread Mounted  
3.6in, 3.46in (9.14cm, 8.8cm) 

Pedestal Mounted  
3.6in x 3.94in (9.14cm x 10cm)

CONNECTION

Push on style, single input 
SMB (Radio), TNC Connector 
(Antenna), 25’ Cable included

COLOR/FINISH

White/Fiberglass
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TIP

ELEMENT T YPE
Better elements, better efficiency, better 
range.

CONSTRUCTION
Ethafoam spacers protect the elements 
from vibration for greater durability. 
The outside shell is called the radome. 
A thicker radome also increases durability.

REMOVABLE
An antenna with a removable connection 
is easier to stow and replace.

FITTINGS
Stainless Steel > Chrome brass > Nylon
To prevent wear it is recommended to 
match the material on the antenna fitting 
to the material of the mount.

TIP

STEP 1

HEIGHT

STEP 3

PERFORMANCE, DURABILIT Y, 
& OTHER FEATURES

2 0 2 2  S H A K E S P E A R E  M A R I N E  E L E C T R O N I C S

When deciding on an antenna, height is of paramount 
importance.  For clearing low bridges or other 
obstacles, consider a rachet-style antenna mount to 
avoid damaging the antenna.. 

The higher an antenna is 
mounted, the greater your range

STEP 2

GAIN (dB)

Gain is the transmission pattern of your antenna, 
measured in decibels (dB). The higher the dB the 
farther the range.

•	 As gain increases, beamwidth is narrowed. 

•	 Small, lightweight boats, which tend to roll  
excessively in heavy seas, normally do not use  
an antenna with a gain rating higher than 6dB.

•	 Larger or more stable vessels can use  
higher gain antennas effectively.

3dB

6dB

9dB

3 dB GAIN
Usually a 4’ antenna. Best suited for 
powerboats under 24’ or sailboats. 

6 dB GAIN
Usually an 8’ antenna. Best suited 
for boats over 24’. 

9 dB GAIN
Usually any antenna 12’ or taller.  
Best suited for boats over 32’.
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WORKS WITH QCM-SR MOUNT
See page 40 for more details and specs.

2

QuickConnect™ antennas stem from the popularity of the  
quick connecting feature on Shakespeare’s high-end 
Phase III® marine antennas, the QuickConnect™  product 
line brings you the ease of connecting and disconnecting 
your marine antenna in a series of entry-level antennas.

QUICKCONNECT™ VHF ANTENNA

•	 QuickConnect™ system 
Screw or unscrew antenna to disconnect or connect

•	 High quality connection 
No noise is generated due to vibrations

•	 Splash protection cap 
Protects the connector on the mount when antenna is disconnected

•	 Centerpin® PL-259 Connector  
An easy crimp-on type connector

•	 Base connector included for use with QuickConnect® mounts only

•	 Single section antennas with a VSWR of <1.5:1 at 156.8 MHz 

•	 Maximum input power of 50 watts

•	 Bandwidth of 5 MHz within 2.0:1 VSWR

•	 Does not contain a built-in DC ground connection (read open) 
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QC-3 3’ 3dB
QCM-S, 
QCM-N, 
QCM-SR

Stainless Steel

QC-4 4’ 3dB QCM-S, 
QCM-SR White/Fiberglass

QC-8 8’ 6dB QCM-S, 
QCM-SR White/Fiberglass

Q
C

-8

Works with all QCM Series Mounts.  
See page 40 for more details 
and specifications.
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Specially engineered and tuned to match AIS transceivers, 
this Phase III™ antenna enables reliable communication 
over marine AIS frequencies. Ethafoam spacers, thick 
radome and silver-plated elements enhance the antenna’s 
technical performance and longevity.

PHASE III™ AIS ANTENNA

•	 Silver plated elements 
Maximum range, clarity and efficiency

•	 Stainless steel mounting sleeve 
Greater durability and prevents rust

•	 SO-239 quick connect 
Remove or install the antenna without twisting or reinstalling  
the coax cable

•	 12-sided facet 
Indexes and prevents the antenna from rotating during installation

•	 Ethafoam spacer system 
Isolates the radiators from vibration for long, dependable service

•	 Thick fiberglass radome with high-gloss polyurethane finish 
Durable and non-yellowing

8

MODEL NO. 6396-AIS-R
HEIGHT 4’
SECTIONS 1
DB 3dB
CONNECTION  SO 239, Mounting Sleeve included
SUGGESTED MOUNT 4187-HD
MAX INPUT POWER 50 Watts
VSWR <1.5:1 at 162 MHz
BANDWIDTH 5 MHz within 2.0:1 VSWR
DC GROUND Yes - Read Shorted
COLOR/FINISH White/Fiberglass
MATCHING ANTENNA 6400-R
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BROADBAND
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Bring in those stations! These Galaxy® AM/FM antennas 
are perfect for entertainment.Their sturdy construction  
and outstanding performance make them an excellent 
choice for T-tops, Hard-tops and other elevated mounting 
positions. Extra rigid, extra tough. 

GALAXY® AM/FM ANTENNA

•	 Thick brass and copper elements 
Greater range, clarity and efficiency

•	 Stainless steel ferrule  
Prevents rust

•	 High-gloss polyurethane finish 
Non-yellowing

•	 Each antenna is one section 
No assembly required

•	 20 ft RG-62 cable, Motorola plug installed

5
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5235-XT 8’ 4187-HD or 
5187 White/Fiberglass 5225-XT

5420-XT 4' 4187 or 
5187 White/Fiberglass 5400-XT

5421-XT 4’ 4187 or 
5187 Black/Fiberglass 5401-XT
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ACCESSORIES

PICTURED: SCOUT™ LXF SPORTFISH



CHOOSING THE 
RIGHT MOUNT
Choosing the right antenna mount is equally 
as important as selecting the right antenna 
to ensure reliable communications, and avoid 
damage to either the antenna or the vessel. 

RATCHET MOUNTS

MOUNT ST YLE

Select a mount style designed for the installation 
location and method that works best for your boat. 
When in doubt, consult your dealer. 

Remember to account for lay down room to clear 
bridges, overpasses and other obstacles. 

SUPPORT

When using a two-piece antenna greater than 10’ an 
upper support clamp should also be installed. 

•	 Antennas 14’-18’, upper clamp should be 3’ to 5’ 
from the base of the antenna. 

•	 Antennas 18’-23’, upper clamp should be 4’ to 8’ 
from the base of the antenna. 

Positioning the upper clamp to high or too low will 
greatly increase the potential for structural failure.

Ratchet mounts adapt your installation to surfaces 
or sides and permit easy, fast lay down to avoid 
overhead obstructions.

4186 /  4186-U (unassembled)

Four-way ratchet design with handle.  
Not for use with antennas longer than 8’ 
in self-supporting mode — this nullifies 
all warranties.

CONSTRUCTION Solid Nylon

MOUNTING Deck or side

BOLT HOLES 5/16” diameter  //  3” x 1½” on center

THREAD Standard 1”-14 (male)

4187 /  4187-HD (heavy duty)

Special cable slot eliminates removal of 
most factory-installed connectors.
Heavy duty (HD) option for applications 
where extra strength and rigidity is needed.

CONSTRUCTION Stainless Steel

MOUNTING Deck or side

BOLT HOLES 9/32” diameter  //  3” x 1½” on center

THREAD Standard 1”-14 (male)

U.S. PATENT NO. 7,525,507

CONSTRUCTION Stainless Steel

MOUNTING Deck or side

BOLT HOLES 9/32” diameter  //  3” x 1½” on center

THREAD Standard 1”-14 (male)

5187
Five-degree teeth for finer angle 
adjustment than standard ratchet mounts. 
Special cable slot eliminates removal of 
most factory-installed connectors.

Many Shakespeare mounts  
include a special cable slot that 
eliminates removal of most factory 
installed connectors!
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QCM-S	
QuickConnect™  
Stainless Steel Ratchet Mount	

Versatile four-way ratchet action and fast-release 
handle design for quick and easy laydown. For deck 
or side mounting of QuickConnect antennas. 

CONSTRUCTION Stainless steel
CONNECTION Centerpin® PL-259-CP-G
MOUNTING Deck or side

BOLT HOLES 9/32” diameter  //  3” x 1½” on center

THREAD Standard 1”-14 (male)

MAX HEIGHT  
OF ANTENNA

8’

QCM-N
QuickConnect™  
Nylon Ratchet Rail Mount	

Versatile four-way ratchet action and fast-release 
handle design for quick and easy laydown. For deck 
or side mounting of QuickConnect antennas.	  

CONSTRUCTION Nylon
CONNECTION Centerpin® PL-259-CP-G
MOUNTING Deck or side

BOLT HOLES 9/32” diameter  //  3” x 1½” on center

THREAD Standard 1”-14 (male)

MAX HEIGHT  
OF ANTENNA

4’

QCM-SR
QuickConnect™  
Stainless Steel Ratchet Rail Mount		

QuickConnect Stainless Steel Ratchet Rail 
Mount Versatile four-way ratchet action and fast-
release handle design for quick and easy laydown. 
For rail mounting of QuickConnect antennas on 1” 
(25.4mm) to 1½” (38.1mm) vertical, horizontal or 
angled rails.

CONSTRUCTION Stainless steel
CONNECTION Centerpin® PL-259-CP-G
MOUNTING Deck or side

BOLT HOLES 9/32” diameter  //  3” x 1½” on center

THREAD Standard 1”-14 (male)

MAX HEIGHT  
OF ANTENNA

8’

QUICKCONNECTTM MOUNTS

Easy removal of antennas without the 
hassle of re-installing cables.

•	 Centerpin® PL-259 Connector included for easy 
solder-free installation.

•	 Water and dust protection cap: Stays fastened 
to mount to prevent it from getting lost. 
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CONNECTORS & ADAPTERS

Shakespeare offers an extensive line of marine grade 
connectors and adapters for antenna installations.

PL-258-G
Barrel connector
FOR  PL-259 ended cables

PL-258-CP-G 
USE WITH RG-8X or RG-58/AU coax cable

PL-259-CP-G 
USE WITH RG-8X or RG-58/AU coax cable

4184
Chrome-plated Cable Outlet

Chromed brass, cable outlet to neatly pass cables 
through bulkheads or hardtops. Rubber internal 
grommet grips the cable and provides a neat, 
water-resistant installation

USE WITH RG-8/AU, 8X, 58, 59, 213 coax cable

PL-259-G
FOR  	 RG8/AW & RG-213 Coax

PL-259-58-G
FOR  	 RG-58 Cable
PLUS  	 UG175 adapter & DooDad® 

PL-259-8X-G
FOR  	 RG-8X Cable
PLUS  	 UG175 adapter & DooDad® 

RA-259-239-G
Right-angle Adapter  
FOR  	 PL-259 to SO-239

USE WITH Easy Route cables with FME Mini ends

PL-259-ER
Screw on PL-259 Connector

Gold-plated brass minimizes 
connector-borne signal loss.

Splice cables or repair ends with 
ease using solderless Centerpin 
Connectors.
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